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  Trailer: Single unbraked axle 
with 700mm dia. wheels and 
mudguards. Aluminium treadplate 
and painted finish. 4 x galvanised 
manual jack stabilizers. Tow bar 
with pintle hitch

  Intake elevator with large sack 
reception hopper (trailer height) 
and feed slide

  Aspiration unit with cyclone

  Indented cylinder (for broken 
grains)

  Rotary cleaner

  Chemical applicator in mild steel 
painted finish c/w pump metering 
package with tank and agitator

  Generators set

  Control panel

  Wiring loom

  Square tarpaulin and simple support 
frame

  Tool kit for running maintenance 
and repairs



In accordance with our policy of continuous development, we reserve the right to change specifications and prices at any time without notice or incurring liability to purchasers.
All goods supplied according to our published terms and conditions of sale (copies on application) 
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Mobile Seed Processing Plants

Description:
Alvan Blanch offer a range of mobile 
seed processing systems for cleaning 
and chemical treatment of grain for 
multiplication purposes according to each 
client’s specific requirements. Capacities 
from 1 to 2 tonnes/ hour. There is also the 
option for a mobile pre-cleaning system 
available up to 5 tonnes/hour.

Optional Extras:
Intake elevator from ground level.

Double sprung axle with braking 
mechanism and indicator light package.

Extra indented cylinder (for long grain 
impurities: weed seeds etc.)

Gravity separator for separation of  
light and heavy impurities by specific  
bulk density.

Stainless steel upgrade to  
chemical applicator.

Plug sockets for easy mounting  
and dismantling of machinery.

Spare screens for cleaner, covers  
for indented cylinder and decks  
for gravity separator available.

Left and above: 1 tonne/ hour seed cleaning plant supplied to 
Eritrea. Consisting of: Intake conveyor from ground level, 
aspirator, rotary cleaner, indented cylinders (x2), gravity 
separator, chemical applicator and bagging facility.  
Generator and control panel, all prewired. 

1 tonne/ hour rice multiplication system for Senegal.


